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CSC-960™ |  CENTRAL STATION CONTROLLER 960

The CSC-960™ is a status encoder and siren control unit, capable of activating siren sites via TTS, DTMF or 
FSK individually, in groups or all at once. The control unit features a key lock to secure the keypad; four LED’s 
to indicate power, status of the RF carrier, cancel, and a spare function; and ten programmable function keys 
on the face of the unit. Buttons may be programmed to execute a variety of activation commands across 
managed sirens, HPSAs and other notification devices.

CSC-960™ units are designed for ease-of-use and simplicity of activation. Inserting and turning the key 
unlocks the control panel and pushing the appropriate button activates predetermined sites, with 
pre-programmed audible alerts. Use it as a stand-alone unit, or in multiple-controller arrangements of a 
1-way or 2-way control system.

This central station controller offers critical failsafe advantages over other units. A standard battery backup 
remains operational for a minimum of eight hours if AC power is interrupted. The controller also provides 
continuous operation in the event of workstation failure. It works with American Signal Corporation’s 
CompuLert™ NEXGen platform to leverage life-saving features such as auto activation. It can also 
independently activate siren systems via hardwire or radio communications if the networks are down.

The CSC-960™ remains relevant in any system, no matter if you operate a legacy product like
CompuLert™ 6.0, or you run the latest CompuLert™ NEXGen operating platform. CSC-960™ can also be 
installed with ASC’s Encrypted Communication Card to protect over the air protocols (FSK, DTMF) via 
256-bit encryption. Encryption prevents attackers obtaining knowledge of the protocol or access to ASC 
equipment from communicating with the system. Using ASC’s Encrypted Communication Card will also 
provide an easier migration path for customers as they move to more secure DMR and P25 capabilities, 
while retaining legacy hardware. CSC-960™ remains an important link to operate existing systems by 
extending the life and benefits of investments made with American Signal Corporation.
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  With the turn of a key and the push of a button, siren 
activation is made quick and easy. These units communicate 
flawlessly across any network to ensure complete control over 
sirens and HPSAs. Leverage CompuLert™ NEXGen to also 
connect with sensors, data distribution equipment and more.

· CSC-960™ units, combined by CompuLert™ NEXGen, are 
capable of interfacing with virtually any threat detection 
device, communicating life-saving information alerts to 
targeted populations. 

· Communicates with ASC’s Remote Terminal Unit (RTU), which 
can control and monitor voice or motor sirens, as well as 
interface to interior building voice and mass notification 
systems for emergency notification.

· Turning the key unlocks the control panel and pushing the 
appropriate button activates predetermined sites with 
pre-programmed audible alerts for instant, life-saving function.

Activation and control over sirens spans your entire network, 
touching a full gamut of hardware to provide comprehensive 
integration and control. The CSC-960™ is designed to give you 
immediate access to your notification network at all times, with 
the failsafe features necessary to guarantee functionality
in any event.

· Compatible with FSK, DTMF and TTS siren decoder controllers, 
offering full integration and functionality out of the box.

· Battery backup and nonvolatile memory enable uninterrupted 
operation even during unforeseen AC failures. The backup 
battery runs for a minimum of eight hours. If the network is 
down, the unit can still activate sirens via hardwire or radio 
communication.

· Ten function keys may be programmed to execute a variety of 
activation commands across managed sirens and HPSAs.
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Installation and operation is simple. Plug the CSC-960™ into any 100-240 
VAC, 50/60 Hz service outlet, connect your radio transmitter, power it on 
and push the tone-signal/siren button to activate the equipment.

· Designed for sustainability and low cost of ownership, CSC-960™ 
remains viable in both CompuLert™ 6.0 legacy systems and modern 
CompuLert™ NEXGen networks.

· Two-way operation is also configurable for one-way setups, enabling 
controllers to properly integrate the CSC-960™ into any environment.

 
· Designed with mounting in mind, it’s easily installed on a desktop, in a 19” 
rack-mount configuration or integrated into an existing dispatch console.

ADVANCED TECHNICAL SPECIFICATIONS

Combine With Our CompuLert™ NEXGen Software
For a Complete Control Solution
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